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Notes:
�� Condensate connection mounted same side as coil connection
�� Shipping weight includes packaging

Description:
The V2H is shipped from the factory with the following:
�� Acoustically designed plenum and nozzles as specified
�� One 12-tube coil with copper tubes and aluminum fins
�� Condensate pan as specified
�� Coil connections as specified
�� Recovery stack and drain pan assembled and ready for wall mounting
�� Hardware kit includes: 
 (2) Leveling screws 
 (2) Leveling screw clips 
 (4) Lint screen clips 
 (2) Coil condensate plates with clips

Unit Size (V2H) 24" 32" 40" 52"

Dimensions (in.)
Drain pan (D) 

29-1/2" 37-1/2" 45-1/2" 57-1/2"

Nom. coil (E) 24-1/8" 32" 40" 52"

Z Bar (F) 3 Inches

Min. free areas (sq. in.)
Discharge grille

81 108 135 175

Recirculation grille 473 630 788 1023

Approx. shipping weight (LB) 35 43 52 66

Optional fittings

Code digit #8 Description

0 1/2" ODF sweat fitting

1 1/2" ODF sweat fitting w/vent

2 1/2" ODM flare fitting

3 1/2" ODM flare fitting w/vent

 Dimensions and data Model V2H

All listed dimensions are approximate and are subject to change without notice. Modifications to the product specifications must be accepted by Zehnder at its base office.


