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Mechanical Specifications

Linear Radiant Ceiling Panels
General

The contractor shall furnish and install Rittling extruded Linear Radiant Ceiling Panels with required mounting components and accessories to meet size, capacity and characteristics as required on the Equipment Schedule or on the plans. Units shall be installed in a neat and workmanlike manner in accordance with specifications and manufacturer recommendations.  

All material shall be manufactured by Zehnder Rittling. Manufacturer shall be regularly involved in the production of linear radiant ceiling panels and have available published performance data.  Alternate manufacturers shall be equal or better than Zehnder Rittling in regard to rows of tubes, capacity, water pressure drop, piping connections and finish.  

Submittal drawings shall include supply and return field connection locations along with interconnecting details.

Product

The Linear Radiant Ceiling Panel shall be constructed of 6" wide 0.0725" thick extruded aluminum panels. The extruded aluminum panels shall interlock using tongue and groove connections and mechanically held together with steel cross braces. Tube saddles should be an integral part of the aluminum extrusion. The total width and number of tubes should meet the required design specifications.  

Hot water tubing shall be ½" nominal Type L (5/8" OD) copper tubing, snapped into tube saddles and mechanically fastened to the aluminum extrusion. ½" nominal copper return bends and interconnectors are both with flared ends and supplied loose. Quantity based upon the number of tubes wide for each panel.   

1" thick, 1lb density fiberglass insulation is available for all active linear ceiling panels.

Finish

All Linear Radiant Ceiling Panels shall be degreased and chemically phosphatized before application of a durable, attractive electrostatic epoxy powder coating. Color to be selected from standard Zehnder Rittling color chart.

Units shall be manufactured in accordance with conformance to ISO 9001:2000 standards.
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